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168 | Kugelhähne

Kugelhähne Serie 20+21 Ball-valve type 20+21

Betriebstemperatur -20°C bis max. +150°C ohne Dampf

Betriebsdruck siehe Tabelle

Werkstoffe Gehäuse aus Messing (Ms58), vernickelt

Kugel aus Messing (Ms58), verchromt

Griff aus Stahl, verzinkt und lackiert

O-Ring aus PTFE

Gewinde Zyl. Gew. DIN EN ISO 228

kon. Gew. DIN EN 10226 (DIN 2999)

Einsatzgebiete Industrie-Pneumatik, Hydraulik, 

Heizung, Sanitär

beständig gegen Heißwasser, Nassdampf

bis +130°C, Benzin, Diesel, Kerosin,

Säuren, Gase, Druckluft

Operating temperature -20°C to max. +150°C Without steam

Operating pressure See table

Materials Brass housing (Ms58), nickel-plated

Ball made of brass (Ms58), chrome-plated

Handle made of steel, nickel-plated and painted

O-ring made of PTFE

Thread Cyl. thread, DIN EN ISO 228

Con. thread, DIN EN 10226 (DIN 2999)

Applications Industrial pneumatics, hydraulics, 

heating, sanitation

Resistant to hot water, wet steam up to

+130°C, petrol, diesel, kerosene, acids,

gases, compressed air

leichte Ausführung

voller Durchgang

Light design

Full opening area

Kugelhähne Serie 30+31, 40+41 Ball-valve type 30+31, 40+41

schwere Ausführung

voller Durchgang

Heavy design

Full opening area
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Kugelhahn Serie 20 IG-IG

Ball-valve type 20 FF

Kugelhahn Serie 21

Ball-valve type 21

Kugelhahn Serie 30 IG-IG

Ball-valve type 30 FF

Kugelhahn Serie 31

Ball-valve type 31
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A DN ØB C D E P [bar]

500303 G1/4 10 25 48 80 43 50 18 12

500304 G3/8 10 25 48 80 43 50 21 12

500305 G1/2 15 31 51 80 45 50 25 12

500306 G3/4 20 37 57 113 60 40 31 8

500307 G1 25 46 70 113 63 40 38 8

500308 G11/4 32 57 80 138 79 30 47 4

500309 G11/2 40 70 93 138 83 30 54 2

500310 G2 50 84 112 158 100 25 66 2

A DN ØB C D E P [bar]

501303 G1/4 10 25 54 80 43 50 18 12

501304 G3/8 10 25 54 80 43 50 21 12

501305 G1/2 15 31 59 80 45 50 25 12

501306 G3/4 20 37 65 110 60 40 31 8

501307 G1 25 46 77 110 63 40 38 8

501308 G11/4 32 57 90 138 79 30 47 4

501309 G11/2 40 70 103 138 83 30 54 2

501310 G2 50 84 116 138 100 25 66 2

A DN ØB C D E P [bar]

500403* G1/4 10 23,5 49,5 80 37 50 18 12

500404* G3/8 10 24 52,5 80 37 50 21 12

500405 G1/2 15 32,5 75 89 50 50 25 12

500406 G3/4 20 42 80 113 59 40 31 8

500407 G1 25 49,5 90 113 63 40 38 6

500408 G11/4 32 59,5 110 138 77 30 48 4

500409 G11/2 40 72 120 158 91 30 54 2

500410 G2 50 86 140 158 97 25 67 2

500411 G21/2 65 122 147 247 122 18 86 1

500412 G3 80 142 168 247 134 16 100 1

500413 G4 100 180 202 247 151 14 125 1

A DN ØB C D E P [bar]

501403* R1/4 10 23,5 57 80 37 50 18 12

501404* R3/8 10 24 59 80 37 50 21 12

501405 R1/2 15 32,5 77 89 50 50 25 12

501406 R3/4 20 42,0 84 113 59 40 31 8

501407 R1 25 49,5 92 113 63 40 38 6

501408 R11/4 32 59,5 110 138 77 30 48 4

501409 R11/2 40 72 121 158 91 30 54 2

501410 R2 50 86 141 158 97 25 67 2

501411 R21/2 65 122 156 247 128 18 86 1

501412 R3 80 142 177 247 137 16 100 1

501413 R4 100 180 208 247 155 14 125 1

*schwarzer Griff/ black handle

*schwarzer Griff/ black handle
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